
Installation Instructions

1 Coiler may be installed vertically or horizontally. Select the correct mounting 
notches and install the banding. 

2Discrete Fiber Storage Coiler can be 
mounted to a pipe or angle iron using 
the provided hardware. For flat surface 
mounting contractor needs to provide  
appropriate hardware.
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Coilers can be triple stacked when mounted to a pipe, angle iron or a flat surface. Slide coiler 2  over the alignment pins of 
coiler 1 . Secure coiler 2  to coiler 1  using provided tie wraps. Place the tie wraps on opposite ends of each other. Coil the 
excess cable to secure cable to the coiler. If 3rd coiler is required repeat steps.
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4 Route cable to  determine excess cable length. The 
coiler will hold a maximum of 16 feet (5 meters) of  
excess 7mm cable. 
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Mount coiler to structure by sliding the ends of banding into 
locking head, pull uniformly to tighten. Installation tool CB-IT 
is recommended for tightening banding (sold separatley).
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Qty: 2
Locking head

Hardware Included: 
Qty: 2 x 2ft

Acetel Cable 
banding

Qty: 4
Tie wraps  

(stacking only)

Flat Surface
Mounting

Flat 
surface 

mounting 

3 stack maximum

Replacement Hardware:
    Locking Head     CB-LH-25 (kit of 25)
    Cable banding    CB-12-50 (50ft)
    Tie wrap             CB-12-18LH (kit of 100)
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Notice: ANDREW disclaims any liability or responsibility for the results of improper or unsafe installation, inspection, maintenance, or removal practices.
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