
Installation Instructions Bulletin 237363

Angle Adapters
for Attaching Cable Hangers to 
Angle Tower Members

31768A
stainless steel

acero inoxidable
acier inoxydable
rostfreier Stahl
aço inoxidável

242774/
242774-M (metric)
galvanized steel

acero galvanizado
acier galvanisé
verzinkter Stahl
aço galvanizado

0.375”
(M10)

0.375”

31768A-M (metric)
stainless steel

acero inoxidable
acier inoxydable
rostfreier Stahl
aço inoxidável

44.5 mm

M10 M10

243684/
243684-M (metric)

stainless steel
acero inoxidable
acier inoxydable
rostfreier Stahl
aço inoxidável

0.375”
(M10)

0.375”

Revision E

0.312”  (M8)
11-13 lbf-ft

(15-17.5 N•m)

M10
15-20 N•m

0.312” (M8)
11-13 lbf-ft

(15-17.5 N•m)

M10

M10

1.875”
(47.6 mm)

2.125”
(54 mm)

1.5”
(38 mm)

1.85”
(47 mm)

1.75"
(44 mm)

2.1"
(53 mm)

0.375" 0.375"

0.375"
(9.5 mm)

11-15 lbf-ft
(15-17.5 N•m)

53.3 mm



Cable
Cable
Câble
Kabel
Cabo 31768A/ 242774/ 243684/

31768A-M 242774-M 243684-M SAA USAA

1/4" - - - - - - - - - -
3/8" - - - - - - - - - -
1/2" A/B1-3 A A/B1-3 C1-3 D1-3
5/8" A A A/B1-3 - - - -
7/8" A/B1-3 A A/B1-3 C1-3 D1-3

1-1/4" A/B1-3 A A/B1-3 C1-3 D1-2
1-5/8" A/B1-3 A A/B1-2 C1-2 D1-2
2-1/4" A - - A C3 - -

3" A - - - - - - - -
4" A - - - - - - - -

Snap-in cable hanger
Soporte colgante de cable de inserción inmediata

Support de câble à fixation immédiate
Schnappkabelhalter

Abraçadeira para cabos Snap-In

SAA
stainless steel

acero inoxidable
acier inoxydable
rostfreier Stahl
aço inoxidável

Standard cable hanger
Soporte colgante standard
Support de câble hanger

Standardkabelhalter
Abraçadeira Standard

Click-On™ cable hanger
Soporte colgante de cable tipo fiador

Support de câble à encliquetage
Aufsteckkabelhalter

Abraçadeira para cabos Click-On

31768A/31768A-M,
243684/243684-M

31768A/31768A-M,
242774/242774-M,
243684/243684-M

1.75"
(44 mm)

2.1"
(53 mm)

0.375"
(9.5 mm)

11-15 lbf-ft
(15-17.5 N•m)

USAA
stainless steel

acero inoxidable
acier inoxydable
rostfreier Stahl
aço inoxidável

A

B

C

D

2.5"
(63 mm)

2.4"
(61 mm)

0.375"
(9.5 mm)

11-15 lbf-ft
(15-17.5 N•m)

SnapStak™


